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Release Note
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Firmware Version 1.00.08

Date:  2017/07/17
	New Feature / System Release
	Description

	Syslog Configuration
	Add new feature / User log function. 

(Enable/Disable record user keying CLI commands)

CLI commands:

syslog logging-type terminal-history.

no syslog logging-type terminal-history.

	System Service
	SNMP trap & syslog can support CPU load.

	Syslog
	Support more detail only on syslog such as STP/LACP status change.

	Port Counter
	Port counter allow to clear per port counter.

	System
	Added that the time out can support the range from 1 to 1440 and the time (sec, minute) for console, SSH, Telnet.

	Update
	Description

	WEB UI
	Modified that UI remove QinQ page and commands but support Dot1q vlan tunnel function.

	TimeZone
	Modified that the time zone replaces GMT with UTC

	WEB
	Modify all UI about MD5 hashed password title/command/description.

	CLI
	Fixed that when enter"show switch-info cpu-mem-statistics" display wrong title with "Statistics".

	Static MAC Table
	Fixed that if set Broadcast MAC address then will pop wrong word "Broadcast" issue.

	Load Factory Settings
	Fixed that when execute “Load Factory Settings Except Network Configuration” will resend dhcpv6 Solicit packet.

	DHCP Snooping
	Fixed that DHCP packet can't forwarding when enabled DHCP snooping.

	SNMP
	Fixed that if port is link down but use SNMP to show port status also have speed value, after modified it is display zero now.

	LLDP
	Fixed that when enable lldp port config before lldp initial delay complete, should not cause first lldp packet sent out after 2 min ; LLDP packet will send out in 5 secs now.

	User Authentication
	Fixed that user can to see the other user’s password in “User Authentication” in html.

	DHCP
	Fixed that when receive double tag DHCP packet from Server Trust port(snooping enable/QinQ disable) then DHCP Snooping program will be die.

	QinQ Vlan Configuration
	Fixed the wrong behavior with error when ether type is 0X8100

	DHCP snooping
	Fixed that it will crash when it receives a DHCP offer with a 9100 single vlan tag.

	DHCP snooping
	Fixed that it will crash when enabled DHCP snooping and server trust port receiving DHCPv6 packet with empty value.

	SSH
	Fixed that when using Putty or SecureCRT to access device via SSH in the first time will see "login as" then change to "Username" issue.

	SSH
	Modified that the user login count limitation to 3.

	SSH
	Fixed that it can’t work fine issue.

	DHCPv6 
	Fixed that when client port receives DHCPv6 confirm packet, it always will not forward to server trust port.

	DHCPv6 
	Fixed that DHCPv6 renew packet will not forward to server port, or reply packet will not forward to client port.

	CLI
	Fixed that it can’t show the match commend via “tab” button issue.


Firmware Version 1.00.07

Date:  2016/09/26
	New Feature / System Release
	Description

	N/A
	N/A

	Update
	Description

	WEB UI
	Fixed that the top save button issue.


Firmware Version 1.00.06

Date:  2016/09/20
	New Feature / System Release
	Description

	PPPoE
	Added that PPPoE server trust ports.

	WEB UI
	Added that "save" and "refresh" button on top right side.

	Update
	Description

	PoE
	Fixed that PoE voltage display incorrect.

	DHCP Snooping
	Modify Security Configuration – “Filter configuration” - as this is DHCP snooping it should be called “DHCP snooping”

	System Service
	Modified the SSH function in Telnet service menu independently.

	Syslog
	Modify “Mal-attempt Log configuration” change name to “Syslog Configuration”

	SNMP
	Fixed that the MAC table got by SNMP will display wrong value in first index at the first time.

	DHCP
	Fixed that DHCP Program will not start if reboot DUT many times.


Firmware Version 1.00.05
Date:  2016/07/29
	New Feature / System Release
	Description

	N/A
	N/A

	Update
	Description

	DHCP
	Fixed that device will send 2 different DHCP sessions which are different Host name after restore configure.


Firmware Version 1.00.04
Date:  2016/07/27
	New Feature / System Release
	Description

	CLI
	Added new commands for show show running-config、show default-config、show start-up-config can specify length

	MAC
	Added show MAC table with sorting and counting functions

	System
	If firmware upgrade fail ( kernel partition damage) then check that image version number on UI after DUT bootup in another image, it should be null

	Update
	Description

	IGMP
	Fixed WEB UI IGMP snooping configuration page "IGMP/MLD snooping v3" to "IGMPv3 / MLD v2 snooping"

	RSTP
	Modified RSTP default value configuration

	UI
	Modified UI show switch information about firmware version title

	CLI
	Fixed CLI support show port description but WEB UI "port status" page not show port description.

	Console
	Fixed that after enable IP source binding then we cannot access DUT from front console port

	Syslog
	Fixed DUT can’t send syslog packet


Firmware Version 1.00.03
Date:  2016/06/13
	New Feature / System Release
	Description

	System
	Auto-reboot system in case of out of memory suddenly

	Update
	Description

	CLI
	Added acl command “action permit”

	CLI
	Added that set option 82 formated commands is “ip dhcp snooping remote formatted” instead of “ip dhcp snooping formatted”

	loop-detection
	Fixed that when enable loop-detection and detect port, and then backup confgure, the configure file loop-detection function was disable

	Running-config
	When do "show running-config" or "backup config", title of FW version always display image-1 version, even current FW is image-2.

	CLI
	Fixed that remove "quit" command and can't set command "acl ingress-port any" successfaully


Firmware Version 1.00.02
Date:  2016/03/22
	New Feature / System Release
	Description

	N/A
	N/A

	Update
	Description

	WEB
	Fixed that when WEB wait for a long time then can’t use WEB to access DUT.


Firmware Version 1.00.01
Date:  2016/03/18
	New Feature / System Release
	Description

	CLI
	Added commads about VLAN QinQ

	Update
	Description

	CLI
	Modified show LLDP information title

	RSTP
	Fixed tat UI RSTP received number of show RSTP statistics page in STP received

	FTP
	Fixed that UI use FTP to do firmware upgrade but only input user name without input password then upgrade will fail.
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